


Automation system for picking and closing lids for wet wipes dispenser

This automation can include both a side entry robot and a top entry robot.

For fast cycles less than 6 seconds, we suggest the use of a side entry robot model Speedy SE, fit on the 
fixed part of the IMM, with a servo-arm operating laterally.
This robot picks up the lids from the IMM and carries out a first closure, then the lids are transferred to a 
second electric axis, fixed on an external column. 
During handling, this electric arm completes the closing of the lids and stacks them inside the cardboard 
boxes, positioned on a conveyor belt placed next to the robot. 
In drawings 1 and 2 this solution is represented.

Two different options are shown in drawings 3 and 4: a 2-axis electric stacker, which allows greater flexibility 
in the filling of boxes of different capacity, and a double-level conveyor belt.
Using this special conveyor belt, at the beginning of the work shift the operator can place many empty boxes 
on it, which are progressively filled automatically by the robot.
The boxes move automatically along the conveyor belt, go up and down thanks to two servo-controlled lifting 
system and, at the end of the work shift, the operator can pick up the filled boxes.

For cycles longer than 6 seconds, we suggest the use of a top entry robot model DMGX2.
In this case, the stacker is no longer necessary, and the closing is carried out by an external unit fixed to the 
floor. The possible variations of the conveyor belt unchanged.

Click here to watch the video of the automation system.

In both the cases, the robots can also operate with IML technology.

https://www.youtube.com/watch?v=pNMjKn7BUIc
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